Spices Board
(Ministry of Commerce & Industry, Govt. of India)
‘Sugandha Bhavan"
N.H.By Pass, Palarivattom.P.O
Cochin - 682025
Kerala, India
Phone: 91-484-2333610 — 616

NOTICE INVITING TENDER

SB/e-Spice Bazaar/01/2014
22" July 2015

Sealed tenders are invited from authorized dealers/vendors in Andhra
Pradesh (Preference given to the dealers/vendors in Guntur) for supply of the
following equipments for e Spice Bazaar project.

Sl Software/Hardware
Item specifications proposed by Quantity
No concerned department

Processor: Core i3 (4" Gen)
Ram: 4GB

Hard disk: 1 TB

1 Laptops Operating System: Preloaded 7 Nos
Latest version of Ubuntu
Preloaded Software: Open Office
suite

Monitor: 15.6 inches

Keyboard Type: USB

) Key board and ' Mouse Type: USB 6 Nos
Mouse

Tracking Method: Optical

Connectivity: Wired




Projector

800 x 600 pixels,

Display  Mode:VGA, PAL,
SVGA, XGA, SXGA, SXGA+,
UXGA, 480p, 576i, 720p, 576p,
480i, 1080p, 1080i,

Lamp Life:10000 hrs

Aspect Ratio:4:03 (Native)
16:09 (Adjustable)

Contrast Ratio:541.6673611111
Hz,

Maximum Projection Size:300
inch,

Focal Length:21 - 23.1 mm
Aperture:F2.56 - F2.8 ,

USB:1 USB 2.0 Type Mini B
Port,

VGA:2 x 15-pin D-sub, 1 x 15-
pin D-sub,

Audio Out:1 x Mini Jack

2 Nos

Printer cum
Scanner

Functions: Print, Scan, Copy
Internal Memory:32 MB

Printing Output: Monochrome
Type :Multi-function

Display:2 inch LCD
Printer Languages :Host-based

Scan area size :216 x 297 mm

1 Nos




Optical scanning  resolution
:1200 dpi

Scan Type :Flatbed
USB support: USB 2.0

Max Print Resolution (Colour)
:600 x 600 dpi

Other System Requirements:
SVGA 800 x 600 16-bit Color
Monitor, CD-ROM, USB Port

Camcorder

Memory capacity: 16GB

Sensor :1/2.3" 12.8 mega pixel
high-sensitivity CMOS sensor

Lens : Optical zoom: N.A.
(single focus / ultra wide angle
lens)

Recording size: 1920 x 1080
25p, 1280 x 720 25p, 640 x 360
25p  (output  during live
streaming)

Still Image Recording :Micro SD
card ,Exif Ver. 2.3 specifications
satisfied

Compression method: JPEG ,

LCD Monitor Size: 2.7in.,
230,000 dot electrostatic
capacitance system

Enable Face Detection
WIFI: | EEE 802.11 b/g/n
Video Out :Mini HDMI

USB (Data transfer): mini-B
receptacle and Hi-Speed USB
supported (output only)

Battery :NB-4L 760mAh

1 Nos




Recording Modes: Linear PCM
Battery: 1 AAA NiMH batteries
Recording Time in LPCM: 6 hrs

6 Audio Record Display Type: LCD )N
udio Recorders 0S
USB enable, Card Slot, Built-in

Speaker

Supported Playback Formats:
Linear PCM, MP3, WMA,
WAV, AAC

Frequency Response: 50-
16,000Hz

Sensitivity: 3.5Mv/Pa

7 Mic 2 Nos

Impedance: 10002

Operates on 1x1.5V (LR-44)
Button Cell

Interested parties may submit their competitive rates with conditions for
warranty/guarantee, AMC on or before Tuesday, 4" August 2015 in sealed
covers to the undersigned.

Address:

Chief Investigator

E Spice Bazaar

Codex Cell

Spices Board, NH .Bypass
Palarivattom Post

Cochin -682025

Tele- 0484 2333606



